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Minimum height 670mm
Maximum height 920mm 820
Slide stroke 480mm
Slide speed Variable between 3.6 seconds and 5.2 seconds per lap g
Button beep sound Can be turned ON or OFF =
Allowable load 30kg g
Maximum voltage can be set at either
P°"";:ﬂs::‘z'y to ACBV, 7.5V, 9V, 12V30W, or 12V50W
Fixation lamp : AC6V
Power AC230V
Power consumption 1500VA ——
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Py i 2 outlets(total up to 500VA) on the back of the unit
outlets
83kg(exclusive of optional accessories and balancing § —
Weight weights) 1 N
Balancing weights : 4 x 5.6kg ,‘2 7o)
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Optional Accessories (sold separately)

Electric Chair

CR-650S
Can be connected to the ST-40

Chair Relay Cable

B05-35
Required to connect the ST-40 to the CR-550S

Slitlamp Installation Kits

Slitlamp installation kits for various manufacturers are available.
The price of the kit and its installation method varies depending
on the model. Contact us for details.

Layout

Type B is the default setting upon shipment, and
the control panel and the decorative panel are
not fitted. After determining the layout, fit the
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control and decorative panels. The layout can I o e
easily be changed by following the instruction [ Ipesk
manual. » [ poctor
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~=— Sliding direction

@ Design and specifications are subject to change as improvements are made to the product.
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